PROJECT PIPELINE NEEDS AND EXISTING CONDITIONS SUMMARY
Prices Fork Road (Route 412) from west of Route 460 Bypass to North Main Street SA-25-01
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Study Purpose, Goals, and Objectives

To analyze the operational and safety issues identified along
Prices Fork Road (Route 412) from west of the Route 460
Bypass interchange ramps to North Main Street (Route 460
Business), with a focus on identified needs related to roadway &
pedestrian safety, multi-modal accessibility/connectivity
(pedestrian, bicyclist, and transit), and transportation demand
management (TDM) needs.
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Bike and Pedestrian Access Needs

* Very high bicycle & pedestrian access needs

* Very high pedestrian safety need

* There are sidewalks/shared-use paths on both sides and bike
lanes on both sides from Old Glade Rd to North Main St

« Signalized intersections have signalized pedestrian crossings

* From the Route 460 Bypass to North Main St is in the top 1%
of VDOT Pedestrian and Bicyclist Safety Action Plan (PBSAP)
priority corridors

Transit and TDM Needs

» Medium transit access need within the study area

* Blacksburg Transit Multimodal Center adjacent to corridor

* There are currently four bus stops along the study corridor,
and the area is served by four Blacksburg Transit bus routes

* Low TDM need within the study area

Summary of Needs Identified Through Public Outreach

Survey date: May 19 — June 2, 2025

Number of participants: 1,440

Highest ranked needs: Reducing traffic congestion,
intersection/corridor safety, speeding/aggressive driving, and
pedestrian safety and accessibility

Mode(s) of travel: Personal vehicle (96%), walking (32%)
Lack of sidewalks/missing sidewalks and speeding/
aggressive driving were identified by participants as the
greatest safety issues in the study area
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Classification

[2023] AADT (Average
Annual Daily Traffic)

Speed Limit

Operations Summary

Travel Time Index*

Minor Arterial

23,800 - Route 460 Bypass to Stanger St
20,100 - Stanger St to North Main St

City Blvd
35 mph - University City Blvd to North
Main St

Significant queueing along the Route 460 EB Off Ramp
Eastbound left-turn queues regularly exceed available storage
at the Route 460 WB on-ramp, Old Glade Rd, University City
Blvd, and Toms Creek Rd intersections

Westhound left-turn queues regularly exceed available
storage at the West Campus Dr and Stanger St intersections
Long delays and queues along westbound Prices Fork Rd in
the PM peak hour

Left-turn/through movements from the side street approaches
are difficult to make at the McBryde Drive intersection
Northbound left turns from Stanger Street are difficult during
permissive phase with pedestrian and vehicle conflicts

Travel Time Index
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*Travel Time Index (TTI) is the ratio of the travel time during the referenced time period to the travel time during
typical conditions. For example, a TTI of 1.5 means a trip takes 50% longer than it would in free-flow conditions.
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Safety Needs

» 239 total crashes occurred in the study area, with 84 angle crashes and 83 rear-end crashes as the most predominant crash type
» 48 crashes occurred at the intersection of Prices Fork Rd at West Campus Dr/Woodland Dr including 27 angle crashes
« 15 bicycle crashes all occurring between University City Blvd and North Main Street

* 12 pedestrian crashes occurred including 7 at the Toms Creek Road/Stanger Street intersection
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I Proposed Solutions to Evaluate in Phase 2
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Intersection /

Segment Improvement Type

US 460 Interchange Long-Term

Recommendation

Intersection Improvements

Interchange and pedestrian improvements (previously submitted to SMART SCALE
Round 6)

Old Glade Rd Mid-Term

West Campus

Dr/Woodland Dr Al

Lengthen EB left-turn lane to Old Glade Rd

Widen EB Prices Fork Rd to provide EB bike lane adjacent to EB right-turn to West
Campus Dr

Long-Term

McBryde Dr
Mid-Term

US 460 Interchange to

West Campus Dr Long-Term

Consider closing Woodland Dr at Prices Fork Rd and re-opening connection to
neighborhood

Install RCUT

Corridor Improvements

Widen existing 5’ sidewalks to 10" along WB Prices Fork Rd

US 460 Interchange to

University City Blvd Sl e

Widen WB Prices Fork Rd to provide bike lane from US 460 Interchange to University
City Blvd

West Campus Dr to
Toms Creek Rd

Long-Term

Widen existing 5’ sidewalks to 10" along EB & WB Prices Fork Rd






